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WESTPORT, CONNECTICUT
556 POST ROAD EAST

FAIRFIELD COUNTY

GENERAL NOTES
1. LOT LINE & TOPOGRAPHIC INFORMATION FOR 556 POST ROAD EAST

TAKEN FROM PROPERTY AND PARTIAL TOPOGRAPHIC SURVEY
PREPARED BY REDNISS & MEAD DATED APRIL 20, 2017.
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A

SIGN LEGEND

SIGN No.

B

31-0536

31-1177(L)

CONTRACTOR TO PROTECT AND REESTABLISH
CHD MONUMENTS ALONG FRONTAGE CONTACT
MR. VINCENT HANCHURUCK DISTRICT 3 SURVEY
SECTION AT 203-389-3112

GENERAL NOTES

1. EXISTING FEATURES SUCH AS BUT NOT LIMITED TO WALKS, CURBS,
AND PAVEMENT DAMAGED BY CONSTRUCTION ACTIVITIES SHALL BE
REPAIRED BY THE CONTRACTOR AT NO ADDITIONAL COST TO THE
OWNER.

2. THE CONTRACTOR SHALL CONTACT MR. VINCENT HANCHURUCK,
TRANSPORTATION ENGINEER 3, DISTRICT SURVEY UNIT, AT (203)
389-3112 PRIOR TO ANY CONSTRUCTION WITHIN THE STATE
RIGHT-OF-WAY.

3. THE CONTRACTOR WILL BE RESPONSIBLE FOR ALL ENGINEERING
COSTS SHOULD THE CTDOT BOUNDARY/SURVEY MARKERS BE
DISTURBED OR DAMAGED.

4. IN THE EVENT THE DEPARTMENT DETERMINES THE SUBJECT CTDOT
BOUNDARY/SURVEY MARKERS NEED TO BE REPLACED DUE TO THE
PROPOSED DEVELOPMENT, THE DEPARTMENT WILL FURNISH NEW
MONUMENTS, WHICH THE CONTRACTOR WILL BE REQUIRED TO
INSTALL UNDER THE DIRECTION OF A CONNECTICUT LICENSED
SURVEYOR.

5. ALL CONSTRUCTION WITHIN THE CTDOT R.O.W. INCLUDING SIGNAGE
AND PAVEMENT MARKINGS SHALL CONFORM TO THE STANDARD
SPECIFICATIONS OF CTDOT FORM 817.

6. THE CTDOT BOUNDARY/SURVEY MARKERS SHALL BE VERIFIED AND
ACCEPTED BY THE DISTRICT 3 SURVEY UNIT PRIOR TO RELEASING
THE ENCROACHMENT PERMIT BOND.

7. NO CTDOT BOUNDARY/SURVEY MARKERS WERE FOUND WITHIN THE
PROJECT LIMITS.

8. ALL SIGNAGE POSTS SHALL BE INSTALLED IN ACCORDANCE WITH THE
CTDOT STANDARDS SHEET 39.

9. 12" WIDE WHITE STOP BARS SHALL BE INSTALLED IN ACCORDANCE
WITH THE SECTIONS IN CTDOT FORM 817.

10. NEW PAVEMENT MARKINGS SHALL BE PAINTED WITH EPOXY RESIN
PAINT IN COMPLIANCE WITH THE STATE OF CONNECTICUT
DEPARTMENT OF TRANSPORTATION STANDARD SPECIFICATIONS FOR
ROAD, BRIDGES AND INCIDENTAL CONSTRUCTION FOR 817 SECTION
12.10, AS REVISED.

11. NEW SIGN MATERIAL AND SHEETING SHALL BE MADE OF REFLECTIVE
MATERIAL IN COMPLIANCE WITH FORM 817 SECTION 12.08, AS
REVISED. TYPE I REFLECTIVE SHEETING SHALL BE USED FOR SIGNS
WITH WHITE BACKGROUNDS. TYPE III REFLECTIVE SHEETING SHALL BE
USED FOR SIGNS WITH COLORED BACKGROUNDS EXCEPT FOR SIGNS
WITH RED BACKGROUNDS THAT SHALL BE TYPE 8 OR 9 REFLECTIVE
SHEETING.

12. ANY DAMAGE TO THE EXISTING CURB, SIDEWALK, OR ANY OTHER
HIGHWAY APPURTENANCES DURING CONSTRUCTION OF THE
PERMITTED SITE WILL BE REPLACED BY THE CONTRACTOR AS
DIRECTED BY DISTRICT III PERMIT SECTION AT NO COST TO THE STATE
OR OWNER.

13. ALL WORK WITHIN THE STATE RIGHT-OF-WAY WILL COMPLY WITH
FORM 817 WITH THE LATEST SPECIAL PROVISIONS AND TYPICAL
STATE STANDARD DETAILS.

14. A PERMIT ISSUED BY DISTRICT III CTDOT IS REQUIRED BEFORE ANY
WORK COMMENCES WITHIN THE STATE RIGHT-OF-WAY.

15. ALL PAVEMENT STRIPING AND REPLACEMENT NOT WITHIN THE STATE
RIGHT-OF-WAY SHALL CONFORM TO THE TOWN OF WESTPORT DPW
STANDARDS.
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GENERAL EROSION AND SEDIMENT CONTROL NOTES

1. LAND DISTURBANCE WILL BE KEPT TO A MINIMUM; RESTABILIZATION WILL BE
SCHEDULED AS SOON AS POSSIBLE.

2. SILT FENCE WILL BE INSTALLED ALONG THE TOE OF ALL CRITICAL CUT AND FILL
SLOPES, SOIL STOCKPILE AREAS, AND IN THOSE AREAS SHOWN ON THE PLAN.

3. ALL EROSION AND SEDIMENT CONTROL MEASURES WILL BE CONSTRUCTED
IN ACCORDANCE WITH THE STANDARDS AND SPECIFICATIONS OF THE STATE OF
CONNECTICUT GUIDELINES FOR SOIL EROSION AND SEDIMENT CONTROL. 2002.

4. EROSION AND SEDIMENT CONTROL MEASURES WILL BE INSTALLED PRIOR TO LAND
DISTURBANCE WHENEVER POSSIBLE.

5. ALL TEMPORARY EROSION AND SEDIMENTATION CONTROL MEASURES SHALL BE 
PROPERLY MAINTAINED UNTIL STABILIZATION HAS BEEN ACHIEVED.

6. ADDITIONAL CONTROL MEASURES WILL BE INSTALLED DURING THE CONSTRUCTION
PERIOD IF NECESSARY OR REQUIRED. A MINIMUM OF 50 FEET OF SILT FENCE 
SHALL BE STORED AT THE SITE FOR EMERGENCY USE.

7. ANY EXCAVATIONS THAT MUST BE DEWATERED WILL BE PUMPED INTO AN ACTIVE
DRAINAGE SYSTEM OR DISPERSED IN AN UNDISTURBED FIELD AREA. THE INLETS OF
ALL PUMPS ARE TO BE FLOATED A MINIMUM OF 24 INCHES OFF THE BOTTOM
OF THE EXCAVATION.

8. WATER AND CALCIUM CHLORIDE SHALL BE APPLIED TO UNPAVED ACCESSWAYS TO 
PREVENT WIND GENERATED SEDIMENTS AND DUST.

9. DEBRIS AND OTHER WASTES RESULTING FROM EQUIPMENT MAINTENANCE AND
CONSTRUCTION ACTIVITIES WILL NOT BE DISCARDED ON-SITE.

10. SEDIMENT REMOVED FROM CONTROL STRUCTURES WILL BE DISPOSED OF IN A
MANNER WHICH IS CONSISTENT WITH INTENT OF THE PLAN.

11. SILT FENCES SHALL HAVE SEDIMENT REMOVED WHEN THE DEPTH OF THE 
SEDIMENT IS EQUAL TO 13 TO 12 THE HEIGHT OF THE FENCE. FENCES SHALL BE
PROPERLY INSTALLED AND RIPPED FENCE OR BROKEN POSTS REPAIRED AS SOON
AS PRACTICAL.

12. ANTI-TRACKING PADS AND GRAVEL CHECK DAMS SHALL BE REPLACED WHEN VOID
SPACES ARE FULL OR STRUCTURES ARE BREACHED, AS APPLICABLE.

13. TEMPORARY EROSION CONTROL MEASURES SHALL BE REMOVED AND THE SOIL
SURFACE STABILIZED WHEN CONSTRUCTION IS COMPLETE AND THE SOIL 
SURFACES ARE PERMANENTLY STABILIZED. STRUCTURAL COMPONENTS SHALL BE
CLEANED OF ALL SEDIMENT UPON COMPLETION OF CONSTRUCTION.

14. THE OWNER IS ASSIGNED THE RESPONSIBILITY FOR IMPLEMENTING THIS EROSION
AND SEDIMENT CONTROL PLAN. THIS RESPONSIBILITY INCLUDES INSTALLATION AND 
MAINTENANCE OF CONTROL MEASURES. INFORMING ALL PARTIES ENGAGED ON THE
CONSTRUCTION SITE OF THE REQUIREMENTS AND OBJECTIVES OF THE PLAN, 
NOTIFYING THE PLANNING AND ZONING COMMISSION OF ANY TRANSFER OF THIS
RESPONSIBILITY, AND FOR CONVEYING A COPY OF THE EROSION AND SEDIMENT
PLAN IF AND WHEN THE TITLE OF LAND IS TRANSFERRED.

SLOPE

GEOTEXTILE  SILT FENCE
(NTS)

1-1/2" SQUARE
HARDWOOD STAKE
PLACED 10' O.C. MAX.

FABRIC FASTENED
TO STAKE

GROUND

BURY END OF
FILTER FABRIC6"

100°

30
" 

M
IN

.

18
"

M
IN

.

6"

ANGLE 10° UPSLOPE

PAVED
ROAD

10' MIN. RADIUS

12' MIN.
ACCESS ROAD
TO WORK AREA

ACCESS

GRADATION SHALL BE DOT
No. 3 OR ASTM C-33 No. 3

STRIPPED GROUND LINE
(REMOVE TOPSOIL AND

ORGANICS PRIOR TO
CRUSHED STONE PLACEMENT)

INSTALL SUB-BASE OF FREE DRAINING BACKFILL
OR ROAD STABILIZATION GEOTEXTILE AS
NECESSARY ON UNSTABLE SOILS

PAVED ROAD50' - 100' LENGTH

6" MIN.

CONSTRUCTION ENTRANCE
(NTS)

2

1

STABILIZE
STOCKPILE

MATERIAL

SILT
FENCE

MAINTAIN 1'-0" SEPARATION
BETWEEN SILT FENCE AND
STOCKPILED MATERIAL

STOCKPILE DETAIL
(NTS)

GROUND

SILT FENCE W/ HAY BALES
(NTS)

1-3/4" x 1-3/4"
OAK STAKE PLACED
10' O.C. MAX.

EXTEND F.F. FENCE
6" INTO SOIL AND
CURL TOWARD SLOPE

FASTEN FILTER
FABRIC FENCE

TO WOODEN POST

STACKED HAYBALE
ANGLE 10° UPSLOPE

2" X 2" WOODEN
STAKE

30
" 

M
IN

.

18
"

M
IN

.

CONSTRUCTION SEQUENCE

PHASE I: PREPARATION

1. INSTALL TRACKING PAD FOR CONSTRUCTION ENTRANCE AND SILT FENCE BACKED WITH
HAYBALES.

2. INSTALL SECURITY FENCE AS SHOWN ON THE PLANS.

3. REMOVE/DEMOLISH PORTION OF EXISTING BUILDING. REMOVE EXISTING PAVEMENT ONLY AS
NECESSARY TO PROCEED WITH EACH PHASE OF CONSTRUCTION.

PHASE II:

1. REMOVE/DEMOLISH PORTION OF EXISTING SALES PORTION OF THE BUILDING.

2. CONSTRUCT BUILDING, CURBING, AND SIDEWALK WITHIN AREA SURROUNDING THE ADDITION.

3. INSTALL CURBING AND PAVEMENT ALONG POST ROAD EAST AND IN NORTHERN DISPLAY
PARKING AREA.

PHASE III:

1. CONSTRUCT IMPROVEMENTS TO THE BUILDING FOR SERVICE AND PARTS.

2. INSTALL CURBING AND SIDEWALK ALONG RAYFIELD ROAD.

PHASE IV:

1. FINAL GRADING OF SUBGRADE WITHIN PARKING LOT.

2. PAVE PARKING LOT.

3. SEED & MULCH DISTURBED AREAS AND INSTALL LANDSCAPING AS SOON AS POSSIBLE.

PHASE V:

1. MAINTAIN ALL SEDIMENT AND EROSION CONTROLS IN AN EFFECTIVE CONDITION DURING THE
ENTIRE CONSTRUCTION DURATION.

2. CLEAN EFFECTED PORTION OF ON & OFF SITE ROADS AND DRIVEWAYS.

3. REMOVE ACCUMULATED SEDIMENT FROM EFFECTED AREAS AND DISPOSE OF LEGALLY.

4. REMOVE TEMPORARY SEDIMENT AND EROSION CONTROLS.
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(NTS)
TACTILE STRIP TYPICAL DETAIL

24"

0.65" MIN.

1.
6"

 M
IN

.
2.

4"
 M

A
X

.

0.45" MIN.
0.9" MAX.

0.2"

0.9" MIN.
1.4" MAX.

DOME SPACING DOME SECTION

HANDICAP PARKING SPACE LAYOUT
(NTS)

H.C. ACCESSIBLE SIDEWALK

5' - 0"
8' - 0" (VAN)

10' - 0"
8' - 0" (VAN)

4" WIDE PAINTED STRIPING (WHITE)
PLACED 45° TO PERIMETER AT 2'

CENTERLINE TO CENTERLINE

4" WIDE PAINTED
STRIPE (WHITE)

18'
(TYP.)

24" TACTILE STRIP

24"

HANDICAP PARKING SIGN SET
IN 4" STEEL PIPE BOLLARD

(CONCRETE FILLED)

(NTS)

VAN ACCESSIBLE
HANDICAPPED PARKING SIGN

RESERVED
PARKING

PERMIT
REQUIRED

VIOLATORS WILL
BE FINED MIN $150

VAN ACCESSIBLE

1 12" R

MOUNT SIGN TO POST WITH
2 1/4" CARRIAGE BOLTS

2" HIGH DARK
COLORED LETTERS

VAN ACCESSIBLE
HANDICAP PARKING SIGN

1/2" DARK
COLORED BORDER

2" SQ. OR RND. STEEL
OR ALUMINUM POST

8" RND. X 18" DEEP
CONC. BASE

4" STEEL PIPE BOLLARD
(CONCRETE FILLED)6'

 -
 1

"

42
"

24
"

12"

42
"

NOTES:
1. SIGNAGE TO CONFORM TO

CT DOT STANDARDS

PROPOSED CONCRETE
CURBSAWCUT EXISTING

PAVEMENT TO
 EXISTING SUB BASE 18" MIN.

EXISTING
PAVEMENT

REPLACE
EXISTING

PAVEMENT
TO MATCH
EXISTING

CURB CUTBACK
(NTS)

CONCRETE CURBING TYPICAL DETAIL
(NTS)

CONCRETE DRIVEWAY RAMP
(NTS)

WHITE PAVEMENT ARROW
(NTS)

DUMPSTER  ENCLOSURE

DRIVEWAY PAVEMENT

(NTS)

CONCRETE SLAB

TWO GATES WITH LATCH
DRILL HOLE IN PAVEMENT
FOR GATE LATCH

6' HIGH FENCE

16'

8'

DECIDUOUS  TREE  PLANTING
(NTS)

BALL DIA.

BALL DIA. X 2

BALL
DEPTH

3"

NOTE:
1. REMOVE ALL PLASTIC & WIRE TABS
2. DO NOT CUT BURLAP FROM SIDES OF BALL
3. REMOVE ALL PLASTIC CORDS FROM TREE BALL,

IF PRESENT

BLACK FRICTION GUARDS

BLACK VINYL COATED GUY
WIRES - 120° EACH

TURNBUCKLE PAINTED BLACK
(3 PER TREE)

TREE WRAP MAIN TRUNK WITH
50% OVERLAP TO SECOND BRANCH

SOIL SAUCER, TOP MULCH
AT 3' DEPTH

FINISHED GRADE

GROUND ANCHOR FLUSH
WITH GRADE

PLANTING BACKFILL MIXTURE
(SEE SPECS)

DO NOT EXCAVATE LOWER THAN
BALL DEPTH

3" SAUCER RIM

3" MULCH

FINISHED GRADE

PRUNE 15 OF LEAF
AREA WHILE RETAINING

SHRUB'S NATURAL FORM

BACKFILL WITH TOPSOIL, PEAT MOSS AND
MANURE  MIXTURE IN 6" TO 9" LAYERS.
WATER EACH LAYER UNTIL SETTLED.
DO NOT TAMP.
ADD FERTILIZER OR LIME AS SPECIFIED.
BREAK SUB-SOIL WITH PICK PRIOR TO
BACKFILLING.

PLANTING DETAIL FOR SHRUBS
(NTS)

REMOVE BURLAP FROM
TOP OF BALL, REMOVE

ANY PLASTIC WRAPPING
ENTIRELY FROM BALL.

SLOPE 1/4"/LF

(NTS)

WIDTH AS SHOWN ON PLAN

BITUMINOUS JOINT FILLER

GENERAL NOTES
1. 3

8" PREFORMED EXPANSION JOINTS SHALL BE PLACED 12' O.C.
WITH DUMMY JOINTS EVERY 4' OR AS DIRECTED.

2. 2" STEEL TROWEL FINISH ALONG ALL EDGES AND ALL JOINTS IS
REQUIRED.

ROAD SURFACE

CONCRETE CURB
5" CLASS "C" CONCRETE

(6" CLASS "C" FOR DRIVEWAYS)
W/ 6x6 #10 WELDED

WIRE FABRIC

STRAW BROOM FINISH

8" PROCESSED
AGGREGATE BASE

CONCRETE SIDEWALK ALONG
RAYFIELD RD. TYPICAL CROSS SECTION

SLOPE 1/4"/LF

(NTS)

GENERAL NOTES
1. 3

8" PREFORMED EXPANSION JOINTS SHALL BE PLACED 12' O.C.
WITH DUMMY JOINTS EVERY 4' OR AS DIRECTED.

2. 2" STEEL TROWEL FINISH ALONG ALL EDGES AND ALL JOINTS IS
REQUIRED.

ROAD SURFACE

CONCRETE CURB
5" CLASS "C" CONCRETE

(6" CLASS "C" FOR DRIVEWAYS)
W/ 6x6 #10 WELDED

WIRE FABRIC

STRAW BROOM
FINISH

8" PROCESSED
AGGREGATE BASE

CONCRETE SIDEWALK ALONG
POST RD. E TYPICAL CROSS SECTION

WIDTH AS SHOWN ON PLAN
2' GRASS

STRIP

ASPHALT PAVEMENT DETAIL (RAYFIELD RD. & ON-SITE)
(NTS)

2.5" ASPHALT BINDER COURSE
SUPERPAVE HMA S0.5 MIX

1.5" ASPHALT TOP COURSE
SUPERPAVE HMA S0.375 MIX

PROCESSED AGGREGATE
BASE 8" THICK

5
1

VEGETATED SWALE
(NTS)

12" OF AMENDED SOIL- 50% SAND,
20-30% TOPSOIL W/ LESS THAN
5% CLAY, 20-30% LEAF COMPOST

12" THICK LAYER OF WELL GRADED
GRAVEL LES THAN 5% FINES

2' 2'2'

3"

6'

JUTE NETTING SHALL BE PLACED IN
SWALE AT TIME OF INSTALLATION

PLANTED AREAS ALONG RAYFIELD ROAD
(NTS)

12" OF AMENDED SOIL- 50% SAND,
20-30% TOPSOIL W/ LESS THAN
5% CLAY, 20-30% LEAF COMPOST

12" THICK LAYER OF WELL GRADED
GRAVEL LES THAN 5% FINES

VARIES JUTE NETTING SHALL BE PLACED IN
SWALE AT TIME OF INSTALLATION
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N 65°37'40" W
5.96'

S 59°37'20" W
8.54'
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GENERAL BUSINESS DISTRICT (GBD) ZONE
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S
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N 44°08'50" W                              65.41'

N 41°41'10" W                              75.00'

N 41°40' W191.0' TO DRILL HOLE FOUND

#556 POST ROAD EAST

N 54°03'30" W
170.05' TO DRILL HOLE FOUND

lp baselp baselp base
lp baselp base

N/F
SHUKIE HOLDINGS, LLC &

JOHN C. SHUKIE
#538 POST ROAD EAST

DEED VOL. 3010, PG. 133 W.L.R.

lp lp lp

8" tree 8" tree8" tree6" tree

40" maple

N/F
#560 POST ROAD EAST
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EXISTING ROOF
OVERHANG TO BE
REMOVED

PROPOSED 2ND STORY
ADDITION TO EXISTING BUILDING

(REFER TO ARCHITECTURAL
DRAWINGS FOR ADDITIONAL

INFORMATION)

LIMIT OF PR.
ENTRANCE CANOPY

PR. FENCE AND
GATE TO TIE
INTO EXISTING

PORTION OF EX. FENCE
TO BE REMOVED

EX. LIGHT POLE
TO REMAIN

EX. LIGHT POLE
TO REMAIN

PR. 8' x 16'
DUMPSTER

ENCLOSURE

6 IVH4 QPG

1 QPG

1 ARO

4 BND

3 BND

40 PAH

52 PAH

8 IVH

77 PAH
3 SJP

4 SJP
3 SJP3 SJP

3 SJP3 SJP3 SJP3 SJP3 SJP

2 IVH

4 IVH

4 IVH

2 IVH

10 IVH16 PAH

16 PAH

7 PAH

2 BND

5 IVH

4 PLO

5 PLO

4 PLO

4 PLO

6 PLO

6 MDC

7 MDC

7 MDC

7 MDC

1 ARO

38 HXH

329 LMB

36 LMB

16 HXH

22 LMB

8 HXH

24 HXH

15 HXH

15 HXH

2' WIDE GRASS STRIP

20 NFD

1 ARO

60 HXH

66 HXH

14 HXH

30 LMB

80 HXH

30 LMB

4 ARO

70 IVH

9 HH PLANTED ON GREEN SCREEN
PARAPET WALL TO SCREEN ROOFTOP
MECHANICALS. SEE ARCHITECTURAL

PLANS FOR MORE INFORMATION.
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